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Technician

ADDISON
TIA 568A - Catbe

2002/6/19 PM 01:54:54

Reel No
Description
Length
Temperature

Impedance Near

Test Status:

219-2
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1007 ft
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Min Margin : -6.200 Ohms @ 1,022 MHz
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Min Margin : -3.300 Ohms @ 1.078 MHz
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Company ADDISON Resl No 2192
Specification TiA 568A - Calbe Description 4 Pair
Length 1007 ft
Test Started 2002/8/18 PM 01:54:54 Temperature 280
Comments
Technician Test Status: PAGS £ B

Return Loss Near

Min Margin . -7.400 dB @ 1.028 MHz
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Min Margin : -5.900 dB @ 1.078 MHz
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Min Margin : -6.700 dB @ 1.050 MHz
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Min Margin : -5.000 d8 @ 1.078 MHz
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Company ADDISON Reel No 2192
Specification TIA 58BA - CatSe Description 4 Pair

Length 1007 ft
Test Started 2002/6/19 PM 01:54:54 Temperature 28
Comments
Technician ; Test Status:

Attenuation Near

Fdin Margin : -0.200 dB @ 1.306 MHz

Min Margin : -0.100 dB @ 1.324 MHz
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Min Margin : -0.200 dB @ 1,272 MHz L Min Margin : -0 200 dB @ 1.002 MHz
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